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EXISTING WATER MAIN
PROPOSED WATER MAIN
EXISTING WATER VALVE
PROPOSED WATER VALVE
EXISTING HYDRANT
PROPOSED HYDRANT
EXISTING CURB STOP
PROPOSED CURB STOP
EXISTING SANITARY SEWER
PROPOSED SANITARY SEWER
EXISTING FORCE MAIN
PROPOSED FORCE MAIN
EXISTING STORM SEWER
PROPOSED STORM SEWER
EXISTING STORM INLET
PROPOSED STORM INLET
STREET SIGNS

LIGHT POLE

UTILITY POLE

UNDERGROUND ELECTRIC ==
GAS LINES

BURIED TELEPHONE

FIBER OPTIC

FENCE - CHAINLINK

FENCE - WOOD

FENCE - OTHER

TREE - DECIDUOUS

TREE - EVERGREEN
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TITLE
TITLE SHEET
TYPICAL SECTIONS
DETAILS
EROSION CONTROL PLAN
DEMOLITION PLAN
TRAFFIC CONTROL PLAN
DRAPER ST PLAN & PROFILE
9TH AVE PLAN & PROFILE

UTILITIES

CITY OF BARABOO
ATTN: TOM PINION
101 SOUTH BLVD
BARABOO, WI 53913
608-355-2730

CITY OF BARABOO

ATTN: WADE PETERSON
450 ROUNDHOUSE COURT
BARABOO, WI 53913
608-355-2740

ALLIANT UTILITIES CO.
ATTN: NEAL GOODCHILD
520 COMMERCE AVE
BARABOO, WI 53913
608-356-0643

CENTURYLINK TELEPHONE
ATTN: STEVE BISHOP
P.O. BOX 49

BARABOO, WI 53913
608-355-7501

CHARTER COMMUNICATIONS
ATTN: GLEN JAKUSZ

E10704 STH 33

BARABOO, WI 53913
608-209-3202

1
S/, /l//’//,//

Y'Y TREE LINE
] 6" CONCRETE DRIVEWAY,
NEW OR REPLACEMENT
v 4" CONCRETE SIDEWALK, NEW OR
REPLACEMENT CALL 811 or (800) 242-8511
CONCRETE CURB & GUTTER, NEW Know what's below. (262) 432-7910
— OR REPLACEMENT LOCATION MAP Gall before youdig.  (877) 500-9592 (Emergency Only)
- RETAINING WALL REMOVE & NOT TO SCALE :
REBUILD Be sure to Call before you Dig, no matter
how big or small the project is!
B ASPHALT, NEW OR REPLACEMENT
REVISION| DATE REMARKS SCALE DRAFTER | CHECKED | DATE DWG FILE LOCATION 1701 SOUTH BOULEVARD SHEET
CITY OF BARABOO BARABOO, WI 53913 2020 CITY OF BARABOO TITLE SHEET
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R/W 66.0° R/W
47.0° BACK TO BACK
9.0’ 27.0° 20.0’ 10.0°
5.0' 1.0 2.5 24.5' 17.5’ 2.5 4.0' 5.0'
SLOPE VARIE 2.00% 2.00% SLOPE VARIES
4—INCH §
CONCRETE EXISTING
SIDEWALK CONCRETE
4—INCH CRUSHED 9—INCH CRUSHED SIDEWALK
AGGREGATE BASE COURSE AGGREGATE BASE COURSE 4—INCH ASPHALTIC
30—INCH CONCRETE 9—INCH CONCRETE PAVEMENT
CURB AND GUTTER BREAKER RUN TYPICAL SECTION — DRAPER ST
11400 _TO 12450
NOT TO SCALE
R/W 66.0’ R/W
39.0° BACK TO BACK
17.0° 19.5’ 19.5’ 10.0°
5.0 9.0’ 2.5 17.0° 17.0° 2.5 40 5.0 ‘
& 2.00% 2.00% SLOPE VARIES
EX‘ST‘NGF : f:%j
CONCRETE EXISTING
SIDEWALK CONCRETE
30—INCH CONCRETE 9—INCH CONCRETE PAVEMENT
CURB AND GUTTER BREAKER RUN
TYPICAL SECTION — DRAPER ST
12450 TO 14400
NOT TO SCALE
R/W 66.0° R/W
14.0° 44.0' BACK TO BACK 8.5’
22.0° 22.0°
5.0’ 6.0 2.5 19.5' 19.5’ 2.5’ 3.0 5.0

EXISTING
CONCRETE
SIDEWALK

30—INCH CONCRETE
CURB AND GUTTER

SLOPE VARIES

9—INCH
BREAKER RUN

2.00%

IYPICAL SECTION

— DRAPER ST

9—INCH
AGGREG.

14+00 TO 17+00

NOT TO

SCALE

CRUSHED
ATE BASE COURSE

4—INCH ASPHALTIC
CONCRETE PAVEMENT

CONCRETE
SIDEWALK AS NEEDED

4—INCH CRUSHED
AGGREGATE BASE COURSE

REVISION

DATE

REMARKS

SCALE

DRAFTER | CHECKED | DATE DWG FILE LOCATION
1"=20" HORIZ. 1"=40" HORIZ.
1"=2" VERT. 1"=4' VERT. .
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4—INCH CRUSHED AGGREGATE BASE COURSE

R/W

66.0

R/W

6

.0

51.0' BACK TO BACK

9.0’

8.0’

SLOPE VARIES

EXISTING
CONCRETE
SIDEWALK

4—INCH CONCRETE SIDEWALK

R/W

9-INCH

30-INCH CONCRETE
CURB AND GUTTER

2.00%

BREAKER RUN

9—INCH CRUSHED
AGGREGATE BASE COURSE

TYPICAL SECTION — DRAPER ST
17400 TO 35+00
NOT TO SCALE

66.0’

5.0
)

SLOPE VARIES

SIDEWALK
AS NEEDED

4—INCH ASPHALTIC

CONCRETE PAVEMENT 47INCH CRUSHED

AGGREGATE BASE COURSE

R/W

36.0° BACK TO BACK

15.0°

18.0 18.0

15.0°

5.0'

9.5’

2.5

15.5° 15.5°

EXISTING
CONCRETE
SIDEWALK

R/W

SLOPE VARIES

30-INCH CONCRETE
CURB AND GUTTER

9—INCH CRUSHED
AGGREGATE BASE COURSE
TYPICAL SECTION - DRAPER ST
35+00TO 41+50
NOT TO SCALE

9—INCH
BREAKER RUN

49.5

4—INCH ASPHALTIC
CONCRETE PAVEMENT

SLOPE VARIES

CONCRETE
SIDEWALK ~AS NEEDED

4—INCH CRUSHED
AGGREGATE BASE COURSE

R/W

40.0" BACK TO BACK

9.5’

20.0 20.0

5

.0 4.0'

2.5

18.5" 18.5°

2.5

EXISTING CONCRETE SIDEWALK

R/W

SLOPE VARIES

CURB AND GUTTER
REPLACEMENT AS NEEDED

9—INCH CRUSHED
AGGREGATE BASE COURSE

9—INCH
BREAKER RUN - TypICAL SECTION - 9TH AVENUE
20+00 TO 22+60
NOT TO SCALE

66.0'

4—INCH ASPHALTIC
CONCRETE PAVEMENT

CURB & GUTTER
REPLACEMENT AS NEEDED

R/W

9.50'

40.0" BACK TO BACK

2.5 11.0° 5.0’

EXISTING CONCRETE SIDEWALK

SLOPE VARIES

CURB AND GUTTER
REPLACEMENT AS NEEDED

3.00% 3.00%

9-INCH CRUSHED
AGGREGATE BASE COURSE
TYPICAL SECTION - 9TH AVENUE
22+60 TO 24+00
NOT TO SCALE

9—INCH
BREAKER RUN

3.5—INCH ASPHALTIC
CONCRETE PAVEMENT

SLOPE VARIES

EXISTING CONCRETE SIDEWALK

CURB & GUTTER
REPLACEMENT AS NEEDED
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1"=2" VERT. 1"=4" VERT. .
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EROSION CONTROL NOTES

1. CONSTRUCTION SITE EROSION CONTROL AND SEDIMENTATION CONTROL SHALL COMPLY WITH THE REQUIREMENTS OF THE LOCAL
MUNICIPALITY AND SECTION NR216 OF THE WISCONSIN ADMINISTRATIVE CODE AND SHALL EMPLOY EROSION CONTROL METHODS AS
SHOWN AND SPECIFIED IN THE WISCONSIN DEPARTMENT OF NATURAL RESOURCES TECHNICAL STANDARDS.

2. ALL EROSION CONTROL MEASURES SHALL BE ADJUSTED TO MEET FIELD CONDITIONS AT THE TIME OF CONSTRUCTION AND SHALL BE
INSTALLED PRIOR TO ANY GRADING OR DISTURBANCE OF EXISTING SURFACE MATERIAL ON THE SITE.

3. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED FOR STABILITY AND OPERATION AFTER A RAINFALL OF 0.5 INCHES OR
MORE, BUT NO LESS THAN ONCE EVERY WEEK. MAINTENANCE OF ALL EROSION CONTROL STRUCTURES SHALL BE PROVIDED TO INSURE
INTENDED PURPOSE IS ACCOMPLISHED. CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANUP AND REMOVAL OF ALL SEDIMENT WHEN
LEAVING PROPERTY. EROSION CONTROL MEASURES MUST BE IN WORKING CONDITION AT END OF EACH WORK DAY. DOCUMENT AND
MAINTAIN RECORDS OF INSPECTIONS IN ACCORDANCE WITH WDNR NR216 REQUIREMENTS.

4. SILT FENCE SHALL BE INSTALLED IN THE LOCATIONS SHOWN ON THE CONSTRUCTION PLANS. SEDIMENT DEPOSITS WILL BE REMOVED
FROM BEHIND THE SILT FENCE WHEN DEPOSITS REACH A DEPTH OF 6 INCHES. THE SILT FENCE WILL BE REPAIRED OR REPLACED AS
NECESSARY TO MAINTAIN A BARRIER.

5. FILTER FABRIC SHALL BE INSTALLED BENEATH INLET COVERS TO TRAP SEDIMENT AS PER INLET PROTECTION DETAIL IN THE LOCATIONS
SHOWN ON THE CONSTRUCTION PLANS.

27 x 47 STAKE AND
CROSS BRACING

INLET SPECIFICATIONS AS PER THE PLAN
DIMENSION LENGTH AND WIOTH TO MATCH

GEOTEXTILE FABRIC,
TYPE FF r

GEOQTEXTILE FABRIC,
4 TYPE FF

DIRECTION OF LA
RUNOFF

WATER FLOW

GRATED INLET

BURIED FABRIC
MIN, 6" DEPTH

2" x 47 STAKE AND
CROSS BRACING

GEOTEXTILE FABRIC,

TYPE FF INLET PROTECTION, TYPE B FABRIC, TYPE FF

USE REBAR OR STEEL ROD
FOR REMOVAL
OR

FOR INLETS WITH CAST
CURB BOX USE WOOD

2" X 47, EXTEND 107
BEYOND GRATE WIDTH
ES,

6. EROSION CONTROL MEASURES SHALL BE MAINTAINED ON A CONTINUING BASIS UNTIL SITE IS FULLY STABILIZED. (WITHOUT CURE BOX) o Som e
CAN BE INSTALLED IN ANY INLET WITHOUT A CURB BOX) FRONT, BACK, AND SECURE TO GRATE WITH

7. PERIODIC STREET SWEEPING SHALL BE COMPLETED TO MAINTAIN ADJACENT STREETS FREE OF DUST AND DIRT. I ( L WA SECURE 70 GRATE WIT

8. SILT FENCE SHALL BE INSTALLED IN HORSESHOE FASHION AROUND ANY TOPSOIL AND FILL STOCKPILES. PIECE OF FABRIC.

9. SITE DEWATERING. WATER PUMPED FROM THE SITE SHALL BE TREATED BY SEDIMENT BASINS OR OTHER APPROPRIATE MEASURES by 4% % 6" OVAL HOLE SHALL BE HEAT
SPECIFIED IN THE WISCONSIN DEPARTMENT OF NATURAL RESOURCES TECHNICAL STANDARDS. WATER MAY NOT BE DISCHARGED IN A 2 AL e i : CUT INTOALL FOUR SIDE. PANFLS,
MANNER THAT CAUSES EROSION OF THE SITE, ADJACENT SITES, OR RECEIVING CHANNELS. AND ON FLAP POCKETS. 1 =

i
I

10. WASTE AND MATERIAL DISPOSAL. ALL WASTE AND UNUSED BUILDING MATERIALS (INCLUDING GARBAGE, DEBRIS, CLEANING WASTES, /
WASTEWATER, TOXIC MATERIALS, OR HAZARDOUS MATERIALS) SHALL BE PROPERLY DISPOSED AND NOT ALLOWED TO BE CARRIED & S
OFF-SITE BY RUNOFF OR WIND. ;I?:: ?f.f?fl"fa

11. TRACKING. EACH SITE SHALL HAVE GRAVELED ROADS, ACCESS DRIVES AND PARKING AREAS OF SUFFICIENT WIDTH AND LENGTH TO o
PREVENT SEDIMENT FROM BEING TRACKED ONTO PUBLIC OR PRIVATE ROADWAYS. ANY SEDIMENT REACHING A PUBLIC OR PRIVATE ROAD KR o,

SHALL BE REMOVED BY STREET CLEANING, TO THE SATISFACTION OF THE CITY, BEFORE THE END OF EACH WORKDAY. FLUSHING MAY NOT WITHOUT GRATE TYPE FF '
BE USED UNLESS SEDIMENT WILL BE CONTROLLED BY A SEDIMENT BASIN OR PRACTICE SPECIFIED IN THE WISCONSIN DEPARTMENT OF INLET PROTECTION. TYPE A YRS 2 D
NATURAL RESOURCES TECHNICAL STANDARDS. NOTIFY MUNICIPALITY OF ANY CHANGES IN STABILIZED CONSTRUCTION ENTRANCE ' WIDTH ON BOTH SIDES,
LENGTH VARIES. SECURE INLET PROTECTION, TYPE D
LOCATION. INLET PROTECTION, TYPE C TO GRATE WITH WIRE (CAN BE INSTALLED IN ANY INLET TYPE WITH
(WITH CURB BOX) ORFLASIR kS OR WITHOUT A CURS BOX AS PER NOTE (2) )

12. SEDIMENT CLEANUP. ALL OFF-SITE SEDIMENT DEPOSITS OCCURRING AS A RESULT OF A STORM EVENT SHALL BE CLEANED UP BY THE END CENERAL HOTES ¥ P

OF THE NEXT WORKDAY. ALL OTHER OFF-SITE SEDIMENT DEPOSITS OCCURRING AS A RESULT OF CONSTRUCTION ACTIVITIES SHALL BE
MANUFACTURED ALTERNATIVES APPROVED AND LISTED ON THE DEPARTMENT'S
CLEANED UP BY THE END OF THE WORKDAY. EROSION CONTROL PRODUCT ACGEPTABILITY LIST MAY BE SUBSTITUTED. INSTALLATION NOTES

13. ALL DISTURBED GROUND LEFT INACTIVE FOR SEVEN OR MORE DAYS SHALL BE STABILIZED BY TEMPORARY OR PERMANENT SEEDING, WHEN REMOVING OR MAINTAINING INLET PROTEGTION, CARE SHALL BE TAKEN TYPE B & C

MULCHING, SODDING, COVERING WITH TARPS, OR EQUIVALENT PRACTICE FOUND IN THE WISCONSIN DEPARTMENT OF NATURAL B L M RO FARRG ot T TRIM EXCESS FABRIC N THE FLOW LINE TO WITHIN 3° OF THE GRATE. GENERAL NOTE:
RESOURCES TECHNICAL STANDARD. IF TEMPORARY SEEDING IS USED, A PERMANENT COVER SHALL ALSO BE REQUIRED AS PART OF THE i : THE | COMIRACION Sl SEMGNSTTATE. & METHOR OF WANTENANGE: Sl A SEVY TLARL, HAND INLE] BATIECHON SHALL COMFORM D CHR
- . REMOVED IMMEDIATELY. HOLDS OR OTHER METHOD TO PREVENT ACOUMULATED SEDIMENT FROM ENTERING THE INLET, CONSERVATION PRACTICE STANDARD §1060.
FINAL SITE STABILIZATION. SEEDING OR SODDING SHALL BE REQUIRED AS PART OF THE FINAL SITE STABILIZATION.
(D FINISHED SiZE, INCLUDING, FLAP POCKETS WHERE REQUIRED, SHALL EXTEND A TYPE D i e

14.SOIL OR DIRT STORAGE PILES SHALL BE LOCATED A MINIMUM OF TWENTY-FIVE FEET FROM ANY DOWNSLOPE ROAD, LAKE, STREAM, MM CF T EATOUND THE RERINETER TCE EAGLIUTE: MANIERINGE Or. REMER:. DO POT NATALL WAKT PACTECTICH. IYEE © 1N INETS: SHULLOHER THAN 507, MSURER Pisiton ot
WETLAND, OR DRAINAGE CHANNEL. STRAW BALE OR FILTER FABRIC FENCES SHALL BE PLACED ON THE DOWN SLOPE SIDE OF THE PILES. FOR INLEY PROTECTION, TYPE G (WITH CURD BOX), AN- ADDTIONAL 18" OF TRIM EXCESS FABRIC N THE FLOW LINE TO WITHIN 3" OF THE GRATE. Transpariation Standard
IF REMAINING FOR MORE THAN THIRTY DAYS, PILES SHALL BE STABILIZED BY MULCHING, VEGETATIVE COVER, TARPS OR OTHER MEANS. FABRIC S WRAPPED ARDUND THE WOOD AND SECURED WITH STAPLES. THE THE INSTALLED BAG SHALL HAVE A MINIMUM SIDE CLEARANCE, BETWEEN THE INLET WALLS AND THE BAG, e B

WOOD SHALL NOT BLOCK THE ENTIRE HEIGHT OF THE CURB BOX OPENING. MEASURED AT THE BOTTOM OF THE OVERFLOW HOLES, OF 3°. WHERE NECESSARY THE CONTRACTOR SHALL

15. WHEN THE DISTURBED AREA HAS BEEN STABILIZED BY PERMANENT VEGETATION OR OTHER MEANS, TEMPORARY PRACTICES, SUCH AS (3 FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOD 2X4. b S n T B g AR P A RTE THE ) PR THE: TR S B AR,
FILTER FABRIC FENCES, STRAW BALES, SEDIMENT AND SEDIMENT TRAPS, FOUND IN THE WISCONSIN DEPARTMENT OF NATURAL
RESOURCES TECHNICAL STANDARDS SHALL BE REMOVED, INLET PROTECTION TYPE A, B, C, AND D: WDNR TS-1060

16. NOTIFY THE THE LOCAL MUNICIPALITY HAVING JURISDICTION WITHIN TWO WORKING DAYS OF COMMENCING ANY LAND DEVELOPMENT
OR LAND DISTURBING ACTIVITY. CENERAL NOTES:

17. OBTAIN PERMISSION FROM THE LOCAL MUNICIPALITY HAVING JURISDICTION PRIOR TO MODIFYING THE EROSION CONTROL PLAN. L FOR MANUAL INSTALLATIONS THE TRENCH SHALL BE A MINIMUM OF 4" WIDE & 6" DEEP T0 BURY AND ANCHOR THE

18.REMOVE ANY SILTATION AND REPAIR ANY EROSION DAMAGE TO ADJOINING SURFACES AND DRAINAGE WAYS RESULTING FROM LAND GEOTEXTILE FABRIC. FOLD MATERIAL TO FIT TRENCH AND BACKFILL & COMPACT TRENCH WITH EXCAVATED SOIL. FLOW DIRECTION
DEVELOPMENT OR LAND DISTURBING ACTIVITIES. 2. WOOD POSTS SHALL BE A MINIMUM SIZE OF 3' LENGTH OF OAK OR HICKORY TIEBACK BETWEEN FLOV DIRECTION cgmgxmﬂwuu PosT

FENCE POST
BRI
19. KEEP A COPY OF THE EROSION CONTROL PLAN ON SITE. 3. ADDITIONAL POST DEPTH OR TIE BACKS MAY BE REQUIRED IN UNSTABLE SOILS AND ANCHOR GEOTEXTILE ~ FABRIC . o MIN
15 MAX. :
4. DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE A\
SPECIFICATIONS. - wooD POST T N—
o p R W Gy o
" 2’ MIN
5. 8" OF FENCE FABRIC REQUIRED BELOW GRADE IN TRENCH PER DNR TECH STD. 1056 NANCHUR STAKE | woob POST GEOTEXTILE
6. MANUFACTURED ALTERNATIVES APPROVED AND LISTED ON THE WisDOT PRODUCT ACCEPTABILITY LIST (PAL) MAY BE MIN. 187 LONGLI FABRIC
SUBSTITUTED. TWIST METHOD HOOK METHOD
SILT FENCE TIE BACK
D% \@\@\@\@\@u \_@\_/ 7. FINISHED SIZE, INCLUDING FLAP POCKETS WHERE REQUIRED, SHALL EXTEND A MINIMUM OF 10" AROUND THE PERIMETER TO (VHEN REQUIRED BY THE ENGINEER) JOINING TVO LENGTHS OF SILT FENCE @
D D D D Q GC FACILITATE MAINTENANCE OR REMOVAL.
D@ (o4 (o4 (o4 j :O i :(} (o4 j :% 8. FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOQD 2"X4".
’ 9. EROSION CONTROL SHALL BE PROVIDED IN ACCORDANCE WITH WDNR TECHNICAL STANDARD AND TECHNICAL FOLD 3" MAX
147 MIN% SPECIFICATIONS. /\£
D D D D D D D D c 10. CROSS BRACE WITH 2" X 4" WOODEN FRAME OR EQUIVALENT AT TOP OF POSTS AS DIRECTED BY THE ENGINEER 37 MAXX R STUEZPS?EL %QEE r
> 4 >4 >4 > 4 \Z \”4 ’ : EOTEXTILE FABRIC T
D, = /= 11. MINIMUM 14 GAUGE WIRE REQUIRED, FOLD FABRIC 3" OVER THE WIRE AND STAPLE OR PLACE WIRE RINGS ON 12" C.C. BACKFILL & oMot MAXX  FLOV
EXCAVATED SOIL
I 12. WIRE SUPPORT FENCE SHALL BE 14 GAUGE MINIMUM WOVEN WIRE WITH A MAXIMUM MESH SPACING OF 6". SECURE TOP OF
GEOTEXTILE FABRIC TO TOP OF FENCE WITH STAPLES OR WIRE RINGS AT 12" C.C. (TYPE B)
50/ MIN 13. GEOTEXTILE FABRIC SHALL BE REINFORCED WITH AN INDUSTRIAL POLYPROPYLENE NETTING WITH A MAXIMUM MESH SPACING
OF 3/4" OR EQUAL. A HEAVY DUTY NYLON TOP SUPPORT CORD OR EQUIVALENT IS REQUIRED. (TYPE A) GEOTEXTILE FABRIC ONLY
TRACKING PAD NOTES:
14. STEEL POSTS SHALL BE STUDDED "TEE" OR "U" TYPE WITH A MINIMUM WEIGHT OF 1.28 LBS./LIN. FT. (WITHOUT ANCHOR) FIN ATTACH THE FABRIC
1. THE TRACKING PAD SHALL BE INSTALLED PRIOR TO ANY TRAFFIC LEAVING SITE. ANCHORS SUFFICIENT TO RESIST POST MOVEMENT ARE REQUIRED. WOOD POSTS SHALL BE A MINIMUM SIZE OF 1 1/8" X 1 TRaTE POSTS
1/8" OF OAK OR HICKORY. GEOTEXTILE FABRIC WOODEN LATH AND
2. STONE TRACKING PADS SHALL BE UNDERLAIN WITH A WisDOT TYPE R GEOTEXTILE FABRIC TO NAILS /
PLAN VIEW PREVENT MIGRATION OF UNDERLYING SOIL INTO THE SOIL. 15. CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL, IF POSSIBLE, BY CUTTING LENGTHS TO AVOID JOINTS. IF A JOINT IS FLOV DIRECTION FLOW DIRECTION
NECESSARY, USE ONE OF THE FOLLOWING TWO METHODS: A.) TWIST METHOD -- OVERLAP THE END POSTS AND TWIST, OR i
3. SURFACE WATER MUST BE PREVENTED FROM PASSING THROUGH THE TRACKING PAD. FLOWS ROTATE, AT LEAST 180 DEGREES, B:) HOOK METHOD -- HOOK THE END OF EACH SILT FENCE LENGTH. XNOTE:
SHALL BE DIVERTED AWAY FROM TRACKING PADS OR CONVEYED UNDER AND AROUND THEM BY S0CPOST SPACING
USING A VARIETY OF PRACTICES, SUCH AS CULVERTS, WATER BARS, OR SIMILAR PRACTICES. ALLOWED IF A WOVEN
EXCESS EED;EXTILE FABRIC IS
. - ABRIC )
CONSTRUCTION ENTRANCE: WDNR TS-1057 SILT FENCE: WDNR TS-1061 s
REVISION| DATE REMARKS SCALE DRAFTER |CHECKED | DATE DWG FILE LOCATION 101 SOUTH BOULEVARD 5020 CITY OF BARABOD DRAPER SHEET
1;322.' cé);le. 1?42.' cg:}z. CITY OF BARABOO BARABOO, WI 53913 STREET IMPROVEMENTS EROSION CONTROL DETAILS 4_
Godn T DRB 06,/16,/20|S: \ENG\PROJ\2020\DRAPER Phone: (608) 355-2730
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— FLOW LINE 4
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30" CURB & GUTTER

NOTE: LOW POINTS SHALL HAVE
A TYPE "R" BI-DIRECTIONAL
GRATE.

R-3067-L CASTING OR
IF NEEDED 3067—L—LOW PROFILE FRAME.

IMPORTED GRANULARBACKFILL
OO PER SPEC 31-23-33-2.02

SELECTED NATIVE MATERIAL
PER SPEC 31-23-33-2.01

LINE UP FRONT OF CASTING
WITH FRONT OF CURB.

GROUT BETWEEN CASTING

v
419 AND RINGS
‘ ﬂ /§ f HDPE OR EPP
& ADJUSTMENT RINGS
A A DEPTH AS SHOW N (2 MINIMON) SUITABLE BACKFILL
ON PLANS
PRECAST e < GROUT BETWEEN RINGS
RE\NFORCEN 1 24" AND WRAP WITH FABRIC NOTES:
E’*U"+E’f’>{ < 1. A=4"WHEN ID IS LESS THAN 2'—6", A=6"WHEN ID IS 2'=6"OR
- MORE.

PAVEMENT PAVEMENT 2. UNIFORMLY SUPPORT PIPE BARREL. EXCAVATE HOLES FOR

BELLS AND COUPLING.

B
b -

.
ALL PIPE LEADS SHALL EXTEND

SECTION A-A F “‘ S = /.A
] IO STRUGIRE STORM SEWER PIPE TRENCH DETAIL

SLOPE INVERT TO PRO! PRECAST CONCRETE BASE

SMOOTH FLOW TO QUTLET NOT TO SCALE

e, 4 7 -
« i

CONCRETE FLUME DETAIL

NOT TO SCALE MOTES:

. SLOPE BENCH TO INVERT, TOP OF BENCH TO BE AT
HALF THE HEIGHT OF DOWN STREAM PIPE DIAMETER.
(DO NOT ADD FILLERS BEFORE POURING BENCH)

. FILL VOID BETWEEN STRUCTURE AND PIPE WITH GROUT.

N

o

. INSIDE DIMENSIONS 2.00" X 3.00" (STRENGTH DESIGN
OF BASE SLAB AND STRUCTURE PER MANUFACTURER.

| > STORMWATER INLET (2'x3') DETAIL
— — NOT TO SCALE

6 MIN

2 INCH THICK EXTRUDED POLYSTYRENE
RIGID FOAM INSULATION — 25 PSI

WATER MAIN OR SERVICE
STANDARD INSTALLATION

A ——

2 INCH THICK EXTRUDED POLYSTYRENE
RIGID FOAM INSULATION — 25 PS|

WATER MAIN OR SERVICE
SIDE PROTECTION INSTALLATION
NOTES:

1. THE SIDE PROTECTION INSTALLATION SHALL BE INSTALLED
WHERE FROST MAY PENETRATE BELOW THE PIPE.

PIPE INSULATION DETAIL

NOT TO SCALE
REVISION| DATE REMARKS SCALE DRAFTER | CHECKED | DATE DWG FILE LOCATION 101 SOUTH BOULEVARD SHEET
e CITY OF BARABOD | Bl i S T, s s s g
s | oRe 06,/16/20|s: \ENG\PROJ\2020\DRAPER Phonet (608> 355-2730




| 6" | 24

6" | 24" |

SLOPE=1/2" | FT.

o | o e e e “11. .
SERERE ~ww§wg@§xy$§h% p
2 '.,,, 2 R PAN NN ©4°% 80,5, %0 =30 Ou‘
O.O‘Q-" N ?’60 go .o'go‘ Q Co) ?O'O g."doj;‘_&;}, §c‘:53oo SNFIAANIAS Qé’e’-oﬁé’a AR ooooo 26
aéﬁ) WACESINY ‘:co::'QdOd’o-Qth-oﬁé’o WALTIe2ERd
1. 30" CURB & GUTTER
2. 30" VALLEY TYPE GUTTER
| 6 | 24"
NOTES: _ | |
1. 6' MAXIMUM BETWEEN CONTRACTION JOINTS.
20' MAXIMUM BETWEEN CONTRACTION JOINTS. 6
2. 1/2" EXPANSION JOINT NO MORE THAN 300' SPACING.
3. 4000 PSI CONCRETE MINIMUM, 4" SLUMP MAXIMUM. 6"
4. WHITE PIGMENTED CURING COMPOUND SHALL MEET ...g rto D
THE REQUIREMENTS OF ASTM C309, TYPE 2, RESIN. ,ﬂg %°" ¢ ‘e Y s
R RN A AN RN 227

SPILL CURB DETAIL

CURB & GUTTER DETAIL

NOT TO SCALE

\4 \% -
y NOTES:
N4 N\ —_—
UPPER LANDING
SEE NOTE 2 \ 2 v v 1. RAMP CENTERLINE(S) SHALL BE PARALLEL TO
, o CROSSWALK AND/OR THE SIDEWALK.
\ A S Min 2. UPPER LANDING AT THE TOP OF THE CURB RAMP
W SHALL MATCH THE FULL WIDTH OF THE RAMP AND
SIDEWALK o SHALL HAVE A MINIMUM DEPTH OF 4-0”. IF THE
Q._\f‘/ LANDING IS LIMITED AT THE BACK-OF-SIDEWALK BY A
MIN S PERMANENT VERTICAL BARRIER, THE DEPTH OF THE
TURNING SPACE SHALL BE 5-0” MINIMUM, MEASURED
v v PARALLEL TO THE RUN OF THE CURB RAMP. SLOPE
v o O s Wi S/ ON THE LANDING SHALL BE BETWEEN 0.5% AND 2% IN
ANY DIRECTION.
v v v & 3. RAMP SURFACE SHALL HAVE A HEAVY BROOM
o v o N 4 BRUSHED SURFACE PARALLEL TO THE CURB.
S
N\ v N2 N2 A’
DETECTABLE WARNING
2'x4’ TYP
e——8.3% MAX ———
T M 3
/ PAVEMENT -
UPPER LANDING DETECTABLE WARNING
SEE NOTE 2 Lol EXPANSION JOINT
, SECTION A-A
SIDEWALK \ T
rr RAMP
SEE NOTE 1 EXPANSION JOINT
o~ E E
\ PAVEMENT
MAXSSIDPE W 4 SECTION B-B
15'-0" MAX
TYP)
1
/ 8.3% MAX |
l - & SIDEVALK
PAVEMENT “""M
L DETECTABLE WARNING
J EXPANSION JOINT
w
SECTION E-E
0.2*
{ | \: c RAMP
* L CENTER
L—»Pn B LINE
|
MIN. MAX. |
Al 1.6 2.4" | @
B | 0.65” 1.5" A B i
C | 50% T0 65% OF D | ‘
Dl 09" [ 14 CO> @ | @
\

DETECTABLE WARNING TRUNCATED DOMES

PATTERN

SIDEWALK DETAIL
NOT TO SCALE

EXISTING
OR
PROPOSED
PAVEMENT GUTTER LINE

SIDEWALK

5 (TYP)

DRIVE WAY
APRON
VARIES

A. CURB & GUTTER , SIDEWALK SECTION

EXISTING OR PROPOSED DRIVEWAY
WIDTH VARIES

112 ExPANSION — | O SISENAR

/ JOINT

1/2" EXPANSION
JOINT

| T I

= N I

NOTES:
? % 1. SEE CURB AND GUTTER DETAILS.

2. EXPANSION MATERIAL SHALL EXTEND THE FULL DEPTH OF THE CONCRETE
VARIES 3. ALL CONCRETE SHALL BE 4000 PSI (MIN.).

u— DRIVEWAY DETAIL

NOT TO SCALE

30" VALLEY CURB & GUTTER
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SAWCUT REQUIRED

LIMITS OF ASPHALT REMOVAL

CURB & GUTTER REMOVAL W/ NEW
30" CONCRETE CURB & GUTTER, TYP

8S

8s

CONCRETE REMOVAL W/
NEW 4" CONCRETE, TYP
TRUNCATED DOMES AT CROSSWALKS

ADJUST EXISTING MANHOLE
CASTINGS, TYP

10+00
I —_ 1 — | —
¥ 2
®
— 2 ittt et et e e L L e e e e e e e e e e e e
I ...............
< : ettt S RS S
2 m !
|
|
Q/SST/S } CURB & GUTTER REMOVAL W/ NEW LIMITS OF ASPHALT REMOVAL
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CURB & GUTTER REMOVAL W/ NEW
30" CONCRETE CURB & GUTTER, TYP

CONCRETE

TRUNCATED DOMES AT

NEW 4" CONCRETE, TYP

REMOVAL W/

CROSSWALKS

RECTANGULAR RAPID FLASH BEACON
TO BE INSTALLED BY OTHERS

CASTINGS, TYP

ADJUST EXISTING MANHOLE

2" RIGID INSULATION REQUIRED AT
ALL WATER CROSSINGS (TYP)

S

TO BE INSTALLE

RECTANGULAR RAPID FLASH BEACON

D BY OTHERS

PROPOSED 132 LF 12" RCCP [
STORM SEWER @ 2.13% [
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1h ) 1]
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T
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