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PURPOSE

This guideline provides a list of apparatus response based on a generalized list of incident calls.

RESPONSIBILITY

1. All Chief and Company Officers have the responsibility to comply with and ensure that the personnel under their command are adequately trained, fully understand, and comply with this guideline.

2. All firefighters have the responsibility to learn and follow this guideline.

GUIDELINE 
	Municipal Structure Fires/Fire Alarms (Baraboo and West Baraboo)

	Engine 2

	Ladder 1 

	Engine 1

	Squad 2

	Other Apparatus as required/requested by I. C.


	Rural Structure Fires/Fire Alarms

	Engine 2

	Tender 8

	Engine 1

	Tender 9

	Squad 2

	Other Apparatus as required/requested by I. C.

Some apparatus, like the Tenders and Engines may be responding simultaneously.

Brush 5 may be integrated for special response (i.e. long driveway, etc.)


	CO Alarm/Incident

	Engine 2

	Engine 1 

	Ladder 1


	Motor Vehicle Crashes

	Engine 1

	Engine 2

	Support 4 (Traffic Control)

	Other Apparatus as required/requested by I. C.


	Municipal Vehicle Fires (Baraboo and West Baraboo)

	Engine 2

	Engine 1

	Other Apparatus as required/requested by I. C.


	Rural Vehicle Fires

	Engine 2

	Tender 8

	Engine 1

	Brush 5/Tender 9

	Other Apparatus as required/requested by I. C.

Brush 5 and Tender 9 may be reversed, depends on type of vehicle and location of vehicle.


	Wildland Fires

	Brush 5

	Engine 2

	Tender 8 or 9

	Squad 2

	Other Apparatus as required/requested by I.C.

The response of Engine 2 and Tender 9 may be simultaneous depending on response of personnel. If necessary, Tender 9 has priority unless there is a potential for structure involvement or exposure.


	Mutual Aid/MABAS Responses

	Engine - Engine 3

	Personnel - Engine 3

	Squad - Engine 2

	Backfill with Engine - Engine 3

	Backfill with Engine & Extrication Equipment - Engine 2

	Truck - Ladder 1

	

	Other Responses

	Gas leak/Odor – Structure Fire Response for respective area. Engine 2 has Air Monitor on board.

	Gasoline Spill/Haz Mat – Engine 1 is first due

	Smoke Odor - Structure Fire Response for respective area.

	Electrical burning Smell - Structure Fire Response for respective area. 

	Confined Space – Brush 5 or Support 4 towing Trailer 1, Squad 2 and Ladder 1

	Elevator Emergencies – Engine 2 & Squad 2 or EMS Ropes if Technical Rescue is needed

	Any other Special Calls apparatus determined by 

the Fire Chief or Senior Ranking Officer/I. C. if established on scene


A. Minimum Staffing – To ensure a minimum number of initial personnel on first due apparatus the following minimum levels are set:
1. First due Engine – 4 personnel

2. Aerial Platform – 3 personnel

3. First Due Squad when required – 4 personnel

4. First Due Tender – 1 personnel

5. First Due Brush Truck – 2 personnel

6. MABAS or Mutual Aid call – Engine, Truck or Squad is 4 personnel and Tender is 2 personnel. Depending on time of day and day of week staffing on this type of response must be limited to this number.

7. Response of second due and subsequent apparatus will be based on the number of personnel available

References - Risk and frequency classification information - http://firefighterclosecalls.com/sopsog.php
Brush 2 will be towed by Support 4


(2 personnel can handle this)
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